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ADA PARK CHECKLIST 

               Notes/Comments 

PARKING 

1. When parking areas are provided at the park, is the minimum number of  Yes  No  

 parking spaces provided in each area, based on the total number of available 

 parking spaces (see table below)?  [ADA Standards 4.1.2(5)(a)] 

 Total Number of Parking Spaces Required Minimum Number of Accessible Spaces 

 in Each Parking Area 

 1 – 25    1 van-accessible space w/ min. 96 inch wide access aisle (van space) 

 26 – 50    1 space w/ min. 60 inch wide access aisle + 1 van space 

 51 - 75    2 spaces w/ min. 60 inch wide access aisle + 1 van space 

 76 – 100    3 spaces w/ min. 60 inch wide access aisle + 1 van space 

 101 – 150    4 spaces w/ min. 60 inch wide access aisle + 1 van space 

 If more than 150 parking spaces are provided in a particular lot, see section 4.1.2 of the ADA Standards 

 for the number of accessible parking spaces required. 

2. Does each accessible parking space have its own, or share, an adjacent access  Yes  No  

 aisle that is at least 60 inches (5 feet) wide?  [ADA Standards 4.6.3] 

3. Is there at least one van-accessible parking space provided with an access aisle  Yes  No  

 that is at least 96 inches (8 feet) wide or are universal parking spaces provided 

 that are 132 inches (11 feet) wide for vehicle space with a 60 inch (5 feet) wide 

 access aisle?  [ADA Standards 4.1.2(5), A4.6] 
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               Notes/Comments 

4. For van-accessible spaces, is there a vertical clearance of at least 98 inches  Yes  No  

 (8 feet – 2 inches) for the vehicle route to the parking space, the parking space, 

 the access aisle, and along the vehicle route to the exit?  [ADA Standards 4.6.5] 

5. Are all accessible parking spaces, including the access aisle, relatively level (1:50 or Yes  No  

 2%) in all directions?  [ADA Standards 4.6.3] 

6. Does each accessible parking space have a sign with the symbol of accessibility  Yes  No  

 that is visible when a vehicle is parked in the space?  {ADA Standards 4.6.4] 

7. If there is a curb between the access aisle and the accessible route to the  Yes  No  

 park, is there a curb ramp that meets the following requirements: 

[ADA Standards 4.7] 

7-a. Is the curb ramp surface at least 36 inches wide, excluding flared sides?  Yes  No  

 [ADA Standards 4.7.3] 

7-b. Is the slope (up or down the ramp) no more than 1:12?  [ADA Standards 4.7.2] Yes  No  

 Note: 1:12 is one inch of vertical height for each 12 inches of length. 

8. Are the accessible parking spaces on the shortest accessible route to the accessible Yes  No  

 park entrance?  [ADA Standards 4.6.2] 

9. Does each access aisle connect to an accessible route from the parking area to the Yes  No  

 accessible park entrance?  [ADA Standards 4.6.2] 
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               Notes/Comments 

ACCESSIBLE ROUTE 

1. Is an accessible route provided from public sidewalks, park entrance and/or parking Yes  No  

 spaces into the park that connects all buildings and park features listed below? 

 [ADA Standards 4.1.2(1), 4.3] 

2. Is the accessible route at least 36 inches wide and have no more than 2 foot long Yes  No  

 sections at a minimum width of 32 inches? [ADA Standards 4.3.3] 

3. Is the accessible route free of steps and abrupt level changes higher than ½ inch? Yes  No  

 [ADA Standards 4.3.8] (Note: level changes between ¼ inch and ½ inch should be 

 beveled (sloped) at 1:2 maximum) 

4. Where an accessible route crosses a curb, is a curb ramp provided?   Yes  No  

 4-a. Is the curb ramp surface at least 36 inches wide, excluding flared sides?  Yes  No  

  [ADA Standards 4.7.3] 

 4-b. Is the running slope (up or down the ramp) no more than 1:12?  (1 inch of Yes  No  

  vertical height for 12 inches of horizontal distance) [ADA Standards 4.7.2] 

5. If the slope of part of the accessible route is more than 1:20, does it meet the  Yes  No  

 following requirements for an accessible ramp? 

 5-a. Is the running slope no greater than 1:12?  [ADA Standards 4.8.2]  Yes  No  

(For existing ramps, the slope may be 1:10 for a 6 inch rise and 1:8 for a 3 inch 

rise is special circumstances [ADA Standards 4.1.6(3)) 
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               Notes/Comments 

5-b. Are handrails installed on both sides of each ramp segment?   Yes  No  

 [ADA Standards 4.8.5] 

 5-c. Is the ramp width, measured between the handrails, at least 36 inches?  Yes  No  

  [ADA Standards 4.8.3] 

 5-d. Does the ramp have a level landing at the top and bottom of each ramp  Yes  No  

  section that is at least 60” long *ADA Standards 4.8.4+  Note: the level landing 

  may be part of the sidewalk or walking surface. 

 5-e. If a ramp is more than 30 feet long, is a level landing at least 60 inches  Yes  No  

  long provided at every 30 feet of horizontal length?  [ADA Standards 4.8.4] 

  Note:  if the running slope is less than 1:16 but more than 1:20, each ramp 

  segment may be up to 40 feet long followed by a level landing. 

 5-f. Is there a level landing, at least 60 inches x 60 inches, when a ramp changes Yes  No  

  direction?  [ADA Standards 4.8.4] 

 5-g. Are the handrails mounted 34-38 inches above the ramp surface?  Yes  No  

  [ADA Standards 4.8.5] 

 5-h. If the ramp or landing has a vertical drop-off on either side, is edge  Yes  No  

  protection provided?  [ADA Standards 4.8.7] 

6. Are all sidewalks and walkways free of any objects (e.g., wall-mounted boxes  Yes  No  

 signs, handrail extensions) with bottom edges that are between 27 inches and 

 80 inches above the walkway and that extend more than 4 inches into the sidewalk 
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               Notes/Comments 

 or walkway?  [ADA Standards 4.4, 4.2.1(3), 4.1.3(2)] 

7. Are all objects that hang over the pedestrian routes at least 80 inches above  Yes  No  

 the route?  [ADA Standards 4.4.2] 
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               Notes/Comments 

PLAYGROUNDS 

1. How many elevated play components are provided?  [Guidelines 1008.4]    

2. How many accessible ground level play components are provided?  [Guidelines 1008.4]   

3. Does the required number of accessible ground level play components match the  

 chart below?          Yes  No  

4. Does the required number of different types of accessible ground level play 

 components match the chart below?       Yes  No  

 

Number of Elevated Play Minimum Number of Ground Level Play Components Minimum Number of Different Types of Ground Level Play 

Components Provided Required to be on an Accessible Route   Components Required to be on an Accessible Route  

 1   Not Applicable     Not Applicable     

 2 to 4    1      1     

 5 to 7    2      2     

 8 to 10    3      3     

 11 to 13    4      3     

 14 to 16    5      3     

 17 to 19    6      3     

 20 to 22    7      4     

 23 to 25    8      4     

 More than 25 8, plus 1 for each additional 3, or fraction thereof, over 25,   5     
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               Notes/Comments 

5. Does the provided number of elevated play components meet the required  Yes  No  

 access configurations of transfer systems and ramps noted in the chart below? 

 [Guidelines 1008.2.1] 

 

     ELEVATED PLAY COMPONENTS      

Total Provided   Ramp Access   Ramp or Transfer System Access  

less than 20   not required   50% minimum    

20 or more   25% minimum   25% minimum    

 

6. Does the accessible route have a vertical clearance of 80 inches for ground level  Yes  No  

play components?  [Guideline 1008.2] 

7. Does the ground level accessible route have a clear width of 60 inches for play areas? Yes  No  

 [Guidelines 1008.2.4.1] 

7-a. Exception: if the play area is less than 1000 square feet, then the clear 

width of the accessible route may be reduced to 44 inches if at least one 

 60 inch diameter turning  space is provided where the restricted accessible 

route exceeds 30 feet in length.  [Guideline 1008.2.4.1] 

7-b. Exception: the ground level accessible route may have a clear width of only 

36 inches for a maximum distance of 60 inches, if there are 60 inch 

wide minimum  x 60 inch long minimum segments separating the narrowed 
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               Notes/Comments 

sections.  [Guideline 1008.2.4.1] 

8. Does the clear width of accessible routes connecting elevated play components have Yes  No  

 a minimum width of 36 inches?  [Guideline 1008.2.4.2] 

 8-a. Exception: the clear width of accessible routes connecting elevated play 

  components may be reduced to 32 inches minimum for a distance of 24 inches 

  maximum provided that reduced width segments are separated by 

  segments that are 48 inches long minimum x 36 inches wide minimum. 

  [Guideline 1008.2.4.2] 

 8-b. Exception: the clear width of transfer systems connecting elevated play 

  components shall be permitted to be 24 inches minimum. 

[Guideline 1008.2.4.2] 

9. For ground level play elements, is there at least one type of each   Yes  No  

component that is on an accessible route?  

10. For ground level play elements, is an accessible play component    Yes  No  

in a number equal to at least half the number of the elevated elements provided? 

11. For playground ramps connecting ground level components, does the running  Yes  No  

 slope not exceed 1:16 (1 foot every 16 feet)?  [Guideline 1008.2.5.1]  

12. For playground ramps connecting elevated play components does the rise not exceed Yes  No  

 12 inches for each segment?  [Guideline 1008.2.5.2] 

13. For ramps serving play components, are handrails provided on both sides?  Are the Yes  No  
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               Notes/Comments 

 handrails continuous the full length of the run?  Are inside handrails on switchback or 

 dogleg ramps continuous between runs?  Is there 1-1/2 inches minimum clearance 

between the handrail gripping surfaces and adjacent surfaces?  Are the handrail 

surface continuous along their length and not obstructed along their tops or sides 

or more than 20 percent along the length of the bottom?  Are horizontal projections 

below 1-1/2 inches below the bottom of the handrail gripping surface? 

[Guidelines 505, 1008.2.5.3] 

 13-a. Do the handrail gripping surfaces with a circular cross section have an outside Yes  No  

  diameter of 0.95 inch minimum and 1.55 inches maximum or, if not circular, 

  provide an equivalent gripping surface?  [Guidelines 1008.2.5.3.1] 

 13-b. Are the top of the gripping surfaces between 20 inches minimum and 28 inch Yes  No  

maximum consistently above the ramp surfaces to the top of the gripping 

surface?  [Guidelines 1008.2.5.3.2] 

 13-c. Exception: handrails are not required on ramps located within ground level 

  use zones.  [Guideline 1008.2.5.3] 

 13-d. Exception: handrail extensions are not required.  [Guideline 1008.2.5.3] 

14. Does the ground surface on accessible routes, clear floor or ground spaces, and   Yes  No  

turning spaces comply with ASTM F 1951 to provide a surface that is “stable, firm, 

and slip resistant” (as specified in ADDAG) and that meets ASTM standard F 1951, 

which is based on a measurement of the physical effort to maneuver a wheelchair 



11 

 

               Notes/Comments 

across a surface?  Are the ground surfaces inspected and maintained regularly and 

frequently to ensure continued compliance with ASTM F 1951?  [Guideline 1008.2.6.1] 

15. Is the ground surface located within the use zone of the play equipment   Yes  No  

(the ground level area beneath and immediately adjacent to a play 

structure) “impact attenuating” in compliance with ASTM F 1292 for drop testing? 

[Guideline 1008.2.6.2] 

16. Does the transfer platform have a level surface 14 inches deep minimum  x  Yes  No  

 24 inches wide minimum?  Is the height of the transfer platform between 11 inches 

 minimum and 18 inches maximum from the top of the ground or floor surface? 

 Is the 30 inches x 48 inches transfer space adjacent to the transfer platform 

have the 48 inch long minimum dimension centered on and parallel to the 24 inch 

long minimum side of the transfer platform?  Is the side of the transfer platform 

unobstructed?  Is there at least one means of support for transferring provided? 

[Guidelines 302, 305.2, 305.3, 1008.3.1] 

17. Do the transfer steps have a level surface 14 inches deep minimum x 24 inches wide Yes  No  

 maximum?  Is each transfer step 8 inches high maximum?  Is there at least one means 

 of support for transferring provided?  [Guidelines 1008.3.2] 

18. Is at least one turning space provided on the same level as each accessible play  Yes  No  

 component that is either 60 inches diameter minimum or a T-shaped space with a 

 60 inch square minimum with arms and base 36 inches wide minimum?  For swings, is 
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               Notes/Comments 

 the turning space located immediately adjacent to the swing? 

 [Guidelines 304, 1008.4.1] 

19. Is level (less than 1:48 slope) clear floor or ground space of 30 inches minimum  Yes  No  

 x 48 inches minimum provided at accessible play components? 

 [Guidelines 305.2, 305.3, 1008.4.2] 

20. Are reach ranges for play components that are accessible for children in   Yes  No  

 wheelchairs provided that meet the following chart?  [Guideline 1008.4.2] 

 

     Children’s Reach Ranges      

Forward of Side Reach  Ages 3 and 4  Ages 5 through 8 Ages 9 through 12  

High (maximum)  36 inches  40 inches  44 inches   

Low (minimum)   20 inches  18 inches  16 inches   

 

21. Do any play tables provided have knee clearance 24 inches high minimum, 17 inches Yes  No  

deep minimum, and 30 inches wide minimum?  Are the tops of rims, curbs, or other 

obstructions shall be 31 inches high maximum?  [Guideline 1008.4.3] 

 21-a. Exception: play tables designed and constructed primarily for children 5 years 

  and younger are not required to provide knee clearance where the clear floor 

  or ground space allows for a parallel approach.  [Guideline 1008.4.3] 

22. If a play component requires transfer to an entry point or seat, is the entry point or Yes  No  
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               Notes/Comments 

seat 11 inches minimum and 24 inches maximum from the clear floor or ground space? 

 [Guideline 1008.4.4] 

 22-a. Exception: entry points of slides are not required to comply with this guideline. 

  [Guideline 1008.4.4] 

23. If a play component requires transfer to an entry point or seat, is at least one means Yes  No  

of support for transferring provided?  [Guideline 1008.4.5] 
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               Notes/Comments 

BENCHES 

1. Is there a clear floor or ground space with 30 inches minimum by 48 inches  Yes  No  

minimum provided that is adjoining an accessible route or another clear floor 

or ground space and positioned at the end of the bench seat and parallel to the 

short axis of the bench?  [Guidelines 305,  903.2] 

2. Does the bench have a seat that is 42 inches long minimum and 20 inches deep  Yes  No  

 minimum and 24 inches deep maximum?  [Guideline 903.3] 

3. Does the bench have back support or is it affixed to a wall?  Is the back support  Yes  No  

 42 inches long minimum and does it extend from a point 2 inches maximum of 

 the seat surface to a point 18 inches minimum above the seat surface?  Is the 

 back support 2-1/2 inches maximum from the rear edge of the seat measured 

 horizontally?  [Guideline 903.4] 

4. Is the top of the bench seat surface between 17 inches minimum and 19 inches  Yes  No  

 maximum above the finish floor or ground?  [Guideline 903.5] 

5. Do the materials used in the bench create allowable stresses not to exceed a  Yes  No  

 vertical or horizontal force of 250 pounds applied at any point on the seat, 

 fastener, mounting device, or supporting structure?  [Guideline 903.6] 

6. Is  the surface of the seat slip-resistant and does it resist the accumulation of  Yes  No  

 water?  [Guideline 903.7] 
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               Notes/Comments 

PICNIC TABLES (FIXED) 

1. For each fixed picnic table grouping, does at least 5% of each type of table  Yes  No  

have accessible locations?  [ADA Standards 5.5] 

2. Is there a clear floor or ground space with 30 inches minimum by 48 inches  Yes  No  

minimum provided that is adjoining an accessible route or another clear floor 

or ground space and positioned at the table for a forward approach? 

[Guidelines 305, 902.2] 

3. Is there sufficient vertical toe clearance of 9 inches above the finish floor or  Yes  No  

ground that extends 17 inches minimum to 25 inches maximum under the table 

with 30 inches minimum width?  [Guidelines 306, 902.2] 

4. Is there sufficient vertical knee clearance between 9 inches and 27 inches  Yes  No  

 above the finish floor or ground that extends 11 inches deep minimum at 9 inches 

 height and 8 inches deep minimum at 27 inches height to 25 inches maximum 

 under table with 30 inches minimum width?  [Guidelines 306, 902.2] 

5. Is the table top 28 inches minimum to 34 inches maximum above the finish  Yes  No  

 floor or ground?  [ADA Standards 5.5, Guidelines 902.3] 
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               Notes/Comments 

PUBLIC TELEPHONES 

1. If at least one public telephone or one bank of telephones is provided, does at  Yes  No  

 least one of each type of telephone (e.g. pay telephone) have the following: 

 1-a. For a side approach (clear floor space at least 30 inches long x 48 inches  Yes  No  

  wide), is the coin slot no higher than 54 inches above the floor? 

  [ADA Standards 4.31.2, Fig. 44(a)] 

 1-b. For a front approach (clear floor space of least 30 inches wide x 48 inches Yes  No  

  long), is the coin slot no higher than 48 inches above the floor? 

  [ADA Standards 4.31.2, Fig. 44(b)] 

2. Does the phone have volume controls?  [ADA Standards 4.31.5]    Yes  No  
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               Notes/Comments 

DRINKING FOUNTAINS 

The following questions apply to 50% of the drinking fountains that are provided. 

1. If the drinking fountain is a wall-mounted unit, is there clear floor space at least  Yes  No  

 30 inches wide (36 inches if it is in an alcove) x 48 inches long in front of the drinking 

fountain and at least 27 inches high under the fountain so a wheelchair user can get 

close to the spout/controls?  [ADA Standards 4.15.5(1), Figs. 4(e) and 27(b)] 

2. If the drinking fountain is a floor-mounted unit, is there clear floor space at least  Yes  No  

 30 inches long x 48 inches wide (60 inches if it is an alcove) for a side approach to the 

drinking fountain so that a wheelchair user can get close to the spout/controls even if 

the fountain has no clear space under it?  [ADA Standards 4.15.5(2), Figs. 4(e), 27(c) & (d)] 

3. Is the top of the spout no higher than 36 inches above the floor and at the front  Yes  No  

 of the fountain or water cooler [ADA Standards 4.15.2] 

4. Does the water rise at least 4 inches high when no more than 5 pounds of force is Yes  No  

 applied to the controls of the fountain? [ADA Standards 4.15.3 and 4.15.4] 

5. Are the controls on or near the front of the unit and do they operate with one hand Yes  No  

  without tight grasping, pinching, or twisting of the wrist?  [ADA Standards 4.15.4] 

6. Is the bottom of the apron of the fountain 27 inches above the floor so that it  Yes  No  

 provides the space needed for a person who uses a wheelchair to pull up under it 

 but is not a hazard to people who are blind or have low vision and use a cane to 

 detect hazards? [ADA Standards 4.15.5 (1) and 4.4.1] 
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               Notes/Comments 

GOLF COURSES 

1. Are accessible routes serving teeing grounds, practice teeing grounds, putting greens, Yes  No  

practice putting greens, teeing stations at driving ranges, course weather shelters, 

golf car rental areas, bag drop areas, and course toilet room comply with Chapter 4? 

Are the accessible routes 48 inches wide minimum?  Where handrails are provided, 

are accessible routes 60 inches wide minimum?  [Guideline 1006.2] 

1-a. Handrails are not required on golf courses.  If they are provided, they do not need 

 to comply with ADA standards set out in Guideline 505.  [Guideline 1006.2] 

2. Are all golf car passages 48 inches minimum?  [Guideline 1006.3.1]   Yes  No  

3. Where curbs or other constructed barriers prevent golf cars from entering a fairway, Yes  No  

 are openings 60 inches wide minimum provided at intervals not to exceed 75 yards? 

 [Guideline 1006.3.2) 

4. Is a clear floor or ground space 60 inches minimum by 96 inches minimum provided Yes  No  

within weather shelter?  [Guideline 1006.4] 



19 

 

               Notes/Comments 

RECREATIONAL BOATING FACILITIES 

1. Do the boarding piers at the boat launch ramps provide clear pier space of 60 inches Yes  No  

 width minimum and extend the full length of the boarding pier?  Does every 10 feet 

 maximum of linear pier edge contain at least one continuous clear opening 60 inches 

 wide minimum?  Is the entire length of the accessible boarding pier accessible? 

[Guidelines 1003.3.2] 

 1-a. Exception: the clear pier space is permitted to be 36 inches wide minimum for 

a length of 24 inches maximum provided that multiple 36 inch wide segments 

are separated by segments that are 60 inches wide minimum and 60 inches long 

minimum.  [Guidelines 1003.3.2] 

 1-b. Exception: edge protection is permitted at the continuous clear openings 

  provided that it is 4 inches high maximum and 2 inches wide maximum. 

  [Guidelines 1003.3.2] 

2. Are the sloping gangways connecting the land-based side of the boat launch ramp and Yes  No  

the fixed boarding piers accessible routes?  [Guidelines 1003.2.2] 

2-a. Exception: where the total length of the gangway or series of gangways serving 

 as part of a required accessible route is 30 feet minimum, gangways shall not  

 be required to comply with the maximum ramp run running slope of 1:12. 

[Guidelines 405.2, 1003.2.2] 

 2-b. Exception: where the accessible route serving a skid pier is located within a 
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  boat launch ramp, the portion of the accessible route located within the boat 

  launch ramp shall not be required to comply with the accessible route 

  requirements.  [Guidelines 405, 1003.2.2] 

 

BALLFIELDS 

1. Does an accessible route connect the park entrance or closest accessible parking to Yes  No  

each ballfield on site, including baseball fields, softball fields, soccer fields, 

football fields, and lacrosse fields?  [ADA Standards 4.1.2(1), 4.3] 

 

TENNIS COURTS 

1. Does an accessible route connect the park entrance or closest accessible parking to Yes  No  

 each tennis court on site?  [ADA Standards 4.1.2(1), 4.3] 

 

BEACHES 

1. Does an accessible route connect the park entrance or closest accessible parking to Yes  No  

 each beach?  [ADA Standards 4.1.2(1), 4.3] 
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               Notes/Comments 

STAIRWAYS 

1. Do all exterior steps on a flight of stairs have uniform riser heights and uniform  Yes  No  

 tread depths?  Do all risers have 4 inches high minimum and 7 inch high 

 maximum dimensions?  Do all treads have 11 inch minimum depth? 

 [Guidelines 504.2] 

2. Do all treads have a slope not steeper than 1:48?  [Guidelines 504.4]   Yes  No  

3. Do all leading edges of treads have a radius of curvature of ½ inch maximum?  Yes  No  

 Do the nosings that project beyond risers have the underside of the leading edge 

 curved or beveled?  Is the maximum slope of the riser at 30 degrees maximum from 

 vertical?  Is the projection of the nosing over the tread below 1-1/2 inches 

 maximum?  [Guidelines 504.5] 

4. Does the tread design prevent the accumulation of water? [Guidelines 504.7]  Yes  No  

 

HANDRAILS 

1. Are handrails provided on ramp runs with a rise greater than 6 inches?   Yes  No  

 [Guidelines 505.1] 

2. Are handrails provided on both sides of stairs and ramps?  [Guidelines 505.2]  Yes  No  

3. Are handrails continuous within the full length of each stair flight or ramp run?  Yes  No  

 Are inside handrails on switchback or dogleg stairs and ramps continuous between 

 flights or runs  [Guidelines 505.3] 
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               Notes/Comments 

4. Is the top of the gripping surface of handrails between 34 inches minimum and  Yes  No  

 38 inches maximum vertically above the walking surfaces, stair nosings, and 

 ramp surfaces?  Are the handrails at a consistent height above walking surfaces, 

 stair nosings, and ramp surfaces?  [Guidelines 505.4] 

5. Is the clearance between handrail gripping surfaces and adjacent surfaces 1-1/2 inches Yes  No  

 minimum?  [Guidelines 505.5] 

6. Is the handrail gripping surface continuous along their length and not obstructed along Yes  No  

 their tops or sides?  Are the bottoms of handrail gripping surfaces not obstructed for 

 more than 20 percent of their length?  Where provided, are horizontal projections at 

 1-1/2 inches minimum below the bottom of the handrail gripping surface? 

 [Guidelines 505.6] 

 6-a. Exception: where handrails are provided along walking surfaces with slopes 

  not steeper than 1:20, the bottoms of handrail gripping surfaces shall be 

  permitted to be obstructed along their entire length where they are integral 

  to crash rails or bumper guards.  [Guidelines 505.6] 

 6-b. Exception: the distance between horizontal projections and the bottom of the 

gripping surface shall be permitted to be reduced by 1/8 inch for each ½ inch of 

  additional handrail perimeter dimension that exceeds 4 inches.  [Guidelines 505.6] 

7. Do handrail gripping surfaces have a circular cross section that has an outside diameter Yes  No  

 of 1-1/4 inches minimum and 2 inches maximum?  Do handrail gripping surfaces 
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 with a non-circular cross section have a perimeter dimension of 4 inches minimum 

 and 6-1/4 inches maximum, and a cross section dimension of 2-1/4 inches maximum? 

 {Guidelines 505.7.1, 505.7.2] 

8. Are handrail gripping surfaces and any surfaces adjacent to them free of sharp or Yes  No  

 abrasive elements and have rounded edges?  [Guidelines 505.8] 

9. Do handrails not rotate within their fittings?  [Guidelines 505.9]    Yes  No  

10. Do handrail gripping surfaces extend beyond and in the same direction of stair flights Yes  No  

 and ramp runs?  Do ramp handrails extend horizontally above the landing for 12 inches 

minimum beyond the top and bottom of ramp runs?  Do the ramp extensions return to a 

wall, guard, or landing surface or are they continuous to the handrail of an adjacent 

ramp run?  At the top of a stair flight, do the handrails extend horizontally above the 

landing for 12 inches minimum beginning directly above the first riser nosing?  At the  

bottom of a stair flight, do the handrails extend at the slope of the stair flight for a 

horizontal distance at least equal to one tread depth beyond the last riser nosing?  Do 

the stair extensions return to a wall, guard, or landing surface or are they continuous 

to the handrail of an adjacent stair flight?  [Guidelines 505.10] 

 10-a. Exception: extensions are not required for continuous handrails at the inside 

  turn of switchback or dogleg stairs and ramps.  [Guidelines 505.10] 

 10-b. Exception: full extensions of handrails are not required where such extensions 

  would be hazardous due to plan configuration.  [Guidelines 505.10] 


